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ANSMANN NL10AC
LED orientation light with integrated twilight sensor (CDS), permanently installed SMD LED and integrated EU 
mains socket adapter 220V-230V / 50Hz. Small, light and convenient.

Features
LED sensor nightlight with integrated twilight and 
sensor (CDS)

SMD LED warm white

Attractive housing design

Small, light and convenient: 31.6g; size 
60×54.5×60mm

Integrated EU mains socket adapter 220V-230V / 
50Hz

Switches on/off automatically during twilight

Brightness: ca. 5 lumens

2 year ANSMANN-Germany manufacturer's 
guarantee

Years Warranty*
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Einstellbare Lichtverhältnisse Twilight Sensor SMD-LED
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*Warranty Terms under https://www.ansmann.de/en/warranty-terms-and-conditions
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Article number: 1600-0406

Product content: Nightlight, operating instructions

Customs tariff number: 94054231900

Packing Unit: 54 (600 × 400 × 200 mm)

Specifications

Input voltage 230V AC

Max. input current 0.07 A

Illuminant SMD LED

Illuminant power 0,45 W

Luminous flux 5 lumens

Colour temperature 3000 K

Housing material ABS+PC

Color white

Packaging cardboard box

Operating temperature -10 - 40 °C

Storage temperature -10 - 40 °C
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